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TAG
MODEL

20 + 5

Crossmember

Deck
Tires / Rims

Floor length

Axles

Floor width

Brakes

Suspension

Load capacity

Trailer weight

Jacks

Chassis

MODÈLES 25 + 5

24,000 lb 30,000 lb 20,000 lb 24,000 lb 30,000 lb

25' (20 + 5) 30' (25 + 5)

97 ¼''

2 x
10,000 lb

2 x
12,000 lb

2 x
15,000 lb

2 x
10,000 lb

2 x
12,000 lb

2 x
15,000 lb

Axles spread
38'' Hutch Type Spread 49''

Electric or Electro/hydraulic

15,300 lb 15,300 lb 19,700 lb 26,300 lb 14,300 lb 18,700 lb 25,300 lb

6,700 lb 6,700 lb 6,700 lb 6,700 lb 7,700 lb 7,700 lb 7,700 lb

2 x 2 Speed 25,000 lb

17.5'' 16 ply 16'' 10 ply 17.5'' 16 ply 16'' 10 ply 17.5'' 16 ply

Hemlock

W12 I-Beam

C3 every 16'' C/C

TAGD25-5LHT30HR40-01-22 shown
Subject to change

GALVANIZED TANDEM

HIGH-QUALITY ∙ TOUGH ∙ DURABLE

Configure your trailer to your specific 
needs:

Platforms available in two lengths: 
25 and 30 feet.

Several axle capacities: 20,000 lb, 
24,000 lb and 30,000 lb tandems.

Choice between hydraulic or electric 
brakes.

Hutch suspension.

20,000 lb
single wheel 20,000 lb

2 x 10,000 lb
single wheel
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TAG
MODEL

DUAL SIDE TOOLBOX

DROP TONGUE
(UPON REQUEST)

FEATURES

- Hemlock
- Winch track
- Aluminum toolbox
- Ajustable footstep
- Side rail
- Stake pockets
- Standard stabilizer legs
- 40" wide ramps 
- Hutch suspension
- 2 x 2 speed 50,000 lb

drop leg jacks

HARNESS

- LED lights
- Cold-weather wiring harness

CHASSIS

- W12 chassis optimized for each 
load capacity

- C3 crossmember every 16" c/c

ACCESSORIES & OPTIONS
Dual side toolbox, hydraulic jacks, mounted spare tire, etc.

FOOTSTEP


